Model 240
CentralMixer

Mobile ASelf-containedASelf-erecting

The Highly mobile 240 is selrecting and tees
only minutes to set uf-hewheeland suspension unit may
be removed Y pulling four pinsand rolling out the
complete unit. The mixer is powered by a 350 hp
DieselHydraulic power unit. The mixer drum is designed
mix 10 cubic yards of five inches slump concrete without
spillage.

Thetrack and gathering hopper are raised into
working position by hydraulic ram$he gathering hopper
is ten feet above the ground when the mixer is set up at its
lowest level. Four hydraulic cylinder jacks will lift the unit
to desired heightSix screw jacks furnish permanent supp
for the unit.

Partof the mixing time may be gained while the mixer
is being elevated to discharge poiRékmperwater may be
added while the mixer is being elevated. The mixer is not
supporte by wheel rollsThedrum is attachetb the outer race
of a sealed &l bearing that is surrounds the drum. The inner

race of the bearing is attached to the mixer support ring that is

trunnion mounted to the fram@hebearing has a basic static
thrust rating of over 2,000,000 pounds.
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With the advent ot the
new Cemco Central
Mix the concrete ready
mix and paving
business will never be
the same.

CONEXPOCON/AGG
Show of 2008

240 Central Ngi(er
Is capable of
produgln 240 cu
Yds.Per hour

Cemco, Inc. revolutionized
the concrete industry with a line
of mobile batching and mixing
equpmentthat continually finds
a way to reinvent the standards
of speed, accuracy and
efficiency.



